
Basis Weight
   lbs (24 x 36 x 500 sheets)
   lbs (17 x 22 x 500 sheets)
   g/sq m
Caliper
   mil
   µm
Image Density (ODU Minimum)
Tear Strength (gf Minimum)
   MD
   CD
Stiffness (g-cm Minimum)
   MD
   CD
Initial Activation Temperature
(ºF / ºC)
   O.D. = 0.2
Effective Activation Temperature
(ºF / ºC)
   O.D. = 0.8

140TLE
DIRECT  THERMAL
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P R O D U C T  F E A T U R E S

F A C E S T O C K  P R O P E R T I E S

140TLE is a high-sensitivity direct thermal paper designed for
tag and ticket applications. With a 5.0 mil caliper, it delivers
superior image resolution and barcode reliability. Its smooth
surface enhances thermal printhead longevity, making it an
excellent choice for entertainment tickets, parking passes,
automated tickets, and shelf tags.

C E R T I F I C A T I O N S

R E G U L A T O R Y
BPA Free

No Added PFAS

ISO9001
ISO14001

 71.3 ± 7.1
30.9 ± 3.1
116 ± 12

5 ± 0.5
126 ± 12

1.25

50
50

6.0
5.0

212ºF / 100ºC

252ºF / 122ºC

PRESERVATION
PROPERTIES

Oil Resistance
   Image
   Background
   Test Method

Moisture Resistance
   Image
   Background
   Test Method

Heat Resistance
   Image
   Background
   Test Method

Florescence Light Resistance
   Image
   Background
   Test Method

A P P L I C A T I O N  A R E A S
Entertainment
Parking Ticket
Automated Tickets
Shelf Tags

1.00 Minimum
0.15 Maximum

40ºC, Dry, 15 Hrs,
X-Rite (ODU)

1.00 Minimum
0.15 Maximum

40ºC, 90% RH, 24 Hrs,
X-Rite (ODU)

0.80 Minimum
0.20 Maximum

80ºC, Dry, 24 Hrs,
X-Rite (ODU)

1.15 Minimum
0.15 Maximum

5000 lx, 100 Hrs,
 X-Rite (ODU)



D Y N A M I C  S E N S I T I V I T Y S T A T I C  S E N S I T I V I T Y

RICOH ELECTRONICS, INC. DISCLAIMS ANY WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE IN CONNECTION WITH THE
CUSTOMER'S PURCHASE OF OUR PRODUCTS. IT IS CUSTOMER'S SOLE AND EXCLUSIVE RESPONSIBILITY TO TEST AND ENSURE SUITABILITY OF OUR
PRODUCTS FOR ITS CUSTOMERS' OR END-USER'S APPLICATION. COPYRIGHT 2025 RICOH ELECTRONICS INC. ALL RIGHTS RESERVED.

140TLE  DIRECT  THERMAL
SENSITIVITY  RESULTS

C O N T A C T  U S
1125 Hurricane Shoals Road, Lawrenceville, GA 30043
www.REI.Ricoh.com
Email: Orders@rei.ricoh.com
Customer Service:
(800) 843-7059
Toll-Free Fax: (888) 873-7059

Sensitivity curves for reference only. Storage Conditions: Below 95ºF (35ºC) and less than 85% R.H.
in a warehouse, avoiding direct sunlight. Dynamic sensitivity tests performed on Markpoint MP104.


